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[ Preface ]

Dear customer, E ?

Thank you for choosing our product as your trusted partner. We ensure you that we always give our best as we
produce this appliance by using the finest materials. NAYATI Gas Table Low is excellent choice to cook. In order to
obtain maximum benefits of this appliance, please read this manual instruction carefully. Please notice the warnings

and safety instructions to keep your safety. DO NOT use this appliance except its utility.

If you have any questions or difficulties in operating this appliance, please contact your dealer or NAYATI to acquire

mechanic assistance.

NAYATI TEAM

Oriental- Gas-20240117 GB-Gas Table Low

9dejaid



FRM-PDE-03-04 (NYT/R&D/201227)

[ Table of Contents ]

@ X Page

PIEIACE .. e 2
TabIE Of COMIENES. ....iei it e e e 3
1. General INformation ... 4
1.1 Information for the REAAEN .........cooiiiiiiiiii e 4
1.2 Warning, Signs and SYMDOIS ..........ccuiiiiiiiiiiiiiiie e 4
1.3 General Information of the ApplianCe ............cooiiiiiiiii e 5
1.4 Procedure for Requesting Service and Warranty.............ccooviiiiiiiiiiiiiee e 6
2. Safety INSLrUCHION.. ..o 7
3. TeChNICAl DAtA ..........eeieiiiie e 8
3. DAta Table ... 8
3.2 DAta Plate ... 8
3.3 OVerall DIMENSION ......eieeiiiiie ettt e e e e e e e, 14
34 ComMPONENTS LISt ......veiieeiiiiie et 15
4. Handling and Installing...............cccooiiiiiiiiiii e 17
4.1 Packaging and TranSPOM .........cocuvviiiieie e 18
4.2 Handling and Lifting .........cooviiiiiiiiii s 18
4.3 Safety Devices and ACCESSOMES ........uviiiiriiiiiie ittt 18
4.4 PosItion and FIXING ......coooiiiiiiiiiee e 18
4.5  Gas Supply CONNECION ........eeeiiiiiieeci e 19
4.6 Checking Gas Pressure and Nominal Heat Input ...............cccooviiiiiiiiiice 20
5. GAS CONVEISION.........oiiiiiiiieiiitii ettt ettt e et e e ete e e e e et e e e 21
5.1 GBS CONVEISION. ....ciiiiiieiittie e ettt ettt e et e e et e e e ettt e e e e ettt e e e e annneeeeas 21
6. Use and OPeration ...............coooiiiiiiiiiiiii e 24
B.1  WaING......oo oot 24
6.2 Control Panel DESCHIPLON .......ccvviiiiiiiie et 24
8.3 SWICh ONJOFF ...t e e 25
6.4 SUItable WOK TYPE ..ocooiii i 25
7. Routine Cleaning and Maintenance ..................oooiiiiiiiiiiiii e 26
8. Trouble ShOOtING .........c..ooiiiiii e 27
9. CE Certificate ............ccviieeie s 28
10. GeNeral EXCIUSIONS ............ccuuiiiiiiiiiiei et e e 31
T AAUIESSES ...ttt e e e et e e e e e e et eaaa e e e e e naaas 32
Oriental- Gas-20240117 GB-Gas Table Low

juajuo jo ajqeL



FRM-PDE-03-04 (NYT/R&D/201227)

R
1.1 Information for the Reader QJD 6?@

[ 1. General Information ]

Please read this manual instruction carefully before operating this appliance.
To find the specific topics of interest to you quickly, refer to the index at the start of the manual. This
manual is written to:

%

All the information is instructed to general readers, i.e for users of the appliance.

%8 All the information is instructed for special categories of reader, i.e. all skilled operators authorized
™ to handle, transport, install, service, repair and scrap the appliance

The skilled operators may also read the information for the general readers for a more complete picture of
the information provided if necessary.

1.2 Warning, Signs and Symbols Q%%

1.2.1 Warning

Warnings are indicated with a pictogram and a signal word.

The type and source of the risk as well as the consequences are described together with instructions for
avoiding the danger. The margins of the pictograms and signal words used are explained in section “Signs”
and “Symbols”.

1.2.2 Signs

Electric Shock Hazard or High Voltage
Imminent danger
— Non-observance leads to death or serious injury (caused by electric shock)

Hot Surface
Dangerous situation
— Non-observance can lead to slight or semi-serious injury (caused by hot surface)

Warning
Damage
— Non-observance can lead damage

Pace Maker (Especially for Induction)
Possible Danger
— Non-observance can lead to death or serious injury

Injury Risk
Possible Danger
—Non-observance can lead to death or serious injury

PE
— Connect wire to the earth

Oriental- Gas-20240117 GB-Gas Table Low
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Important
— non-observance can lead damage

Note
— Note for special appliance

Attention
— Non-observance can lead damage

-
A
&

User sign
— information must be read by user

B

Technician sign

— information must be read by technician

C€

CE Certification

— The appliance have a license of CE Certificate

1.2.3 Symbols
Symbols Meaning Explanation
1. Instruction, single step Instruction must be followed in the
2, order given
Bullet points, such as Instruction, multiple steps Instruction can be carried out in any
“1.1”, “a”, “ etc sequence
— Instruction, multiple steps An action is required here

1.3 General Information of the Appliance

Pt

Nayati Gas Table Low is an excellent cooking appliance made of stainless steel. This appliance is used to
make stock in large capacity. There is one gas soup burner and gas tap. The burner is atmospheric and
supplied by a mixture of liquid gas and air or natural gas and air. The Main Burner ignition is carried by Pilot
Burner. The Main Burner equipped by Safety Thermocouple. It is very important to keep this instruction book
together with the appliance for future consultation. If this appliance sold or transferred elsewhere, make sure
this book goes with it. Therefore, the new user can read about its functions and other relevant information.

Oriental- Gas-20240117
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1.4 Procedure for Requesting Service and Warranty fg?

1.4.1 Requesting Service
Contact one of the authorized service centers or NAYATI for all requirements. When requesting service, state
the data provide on the nameplate and provide a description of the fault.

1.4.2 Warranty
NAYATI gives 12 months guarantee with certain conditions. NAYATI will decline any claims of accidents
caused by improper use, disobey rules, and/ or disobey warnings. Below are cases, which invalidate the
guarantee:

1. Improper use by untrained person(s)

2. Disobey local regulation(s) related to installation and safety standards
3. Not doing routine maintenance

4. Replace certain parts with non-genuine spare part

5. Do not follow the manual instructions properly

If you have any doubts or questions related to our product, please call your nearest dealer or call NAYATI.

Oriental- Gas-20240117 GB-Gas Table Low
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[ 2. Safety Instruction ]

SR

(o= ad Important! Before installing, place the appliance on solid, flat, stable and horizontal surface and

connection availability.

Read this manual instruction carefully before using NAYATI Gas Table Low. Below are safety instructions that strictly
conformed:

1. Improper installation, maintenance, cleaning, or modification to the appliance could lead to severe injury or death
and could damage the appliance.

2.The mechanics must instruct staff regularly to avoid accident and damage of the appliance.
3.NAYATI Gas Table Low may be used for skilled staff only.
4.DO NOT place the appliance in a toxic area or have a risk of explosion.
5.DO NOT place the appliance near flammable materials such gasoline, fat, clothes, liquid gas, paper, efc.
6.DO NOT place the appliance in wet or humid room or condition such in rain or near water leaks, etc.
7.DO NOT use the appliance for drying clothes, paper, or living animals.
8.DO NOT use the appliance to heat non-food products.
9. Put the appliance in a good ventilated room.
10.Before cleaning or maintaining the appliance, detach the gas line and allow it to cool.
11.DO NOT touch the area &ﬂs sign means hot surface. Beware of severe burning injury.

12.DO NOT attempt to dismantle or repair the appliance. The authorized mechanics must do all jobs.

/Z8\ INJURY RISK!

- Avoid Gas Table Low installation next to fat Fryer.
- Water could splash into the Fryer and may injure the user.

- ltis recommended to keep a safe distance between Gas Table Low and other
kitchen equipment like Fryer.

Oriental- Gas-20240117 GB-Gas Table Low

uoi3onijsuj Ayajesg



FRM-PDE-03-04 (NYT/R&D/201227)

3.1 Data Table @%&i

[ 3. Technical Data ]

3.1.1 Technical Specification of Gas Table Low

Table 1:
Technical Specification
Model NGETL 5-50 CE
] ) Width Depth Height

Overall Dimension (mm)

500 500 450
Shipping Box Dimension (mm) 510 510 475
Cooking Surface WxD (mm) @520
R G30: 11.5 kW (6,020 kCal /h)

ate

G20: 13 kW (6,450 kCal/h)

Gas Connection (G)

R3/4*

G30/G31:28-30/37 mbar
G30/G31 : 50 mbar

Gas Supply Pressure G20 : 20 mbar
G25 : 20 mbar
Direct Heat Emission (kW) gé? Egég;
Latent Heat Emission (kW) 1?2 Eggg;
Steam Emission (Kg/h) 122} Eﬁgm;
Ignition Manual

3.2 Data Plate ||

3.2.1 Technical plate reports the current gas setting, nominal data, gases table, categories, and pressures

for other CE countries.

Oriental- Gas-20240117
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3.2.2 Gas Connection Pressure

Table 2
Connection Pressure (mbar)
Countries Category —
Natural Gas Type Liquid Gas / LPG Type

AT [12H3B/P 20 50
BE [12E+3+ 20/25 28-30/37
BG [12H3B/P 20 28-30
CH [12H3B/P 20 50
CcYy [12H3B/P 20 28-30
Cz [12H3+ 20 28-30/37
DE [1I2ELL3B/P 20 50
DK [12H3B/P 20 28-30
EE [12H3B/P 20 28-30
ES [12H3+ 20 28-30/37
Fl [12H3B/P 20 28-30
FR [12E+3+ 20/25 28-30/37
GB [12H3+ 20 28-30/37
GR [12H3+ 20 28-30/37
HR [12H3B/P 20 28-30
HU [12H3B/P 20 28-30
IE [12H3+ 20 28-30/37
IT [12H3+ 20 28-30/37
LT [12H3B/P 20 28-30
LU I2E 20

13+ 28-30/37
Lv [12H3B/P 20 28-30
MT 13B/P 28-30
NL 13B/P 28-30
NO [12H3B/P 20 28-30
PL [12E3B/P 20 37
PT [12H3+ 20 28-30/37
RO [12H3B/P 20 28-30
SE [12H3B/P 20 28-30
Sl [12H3B/P 20 28-30
SK [12H3B/P 20 28-30
TR [12H3B/P 20 28-30

Oriental- Gas-20240117
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3.2.3 Technical Plate reports warnings in European languages and destined languages.

Table 3 ;

AT

“Dieses Gerat muss entsprechend den geltenden Vorschriften angeschlossen werden und nur in einem gut bellftetem Raum
betrieben werden. Bitte beachten Sie vor Inbetriebnahme des Gerates die Gebrauchs — und Wartungsanleitung.”

BE

“L’appareil doit étre raccorde conformement aux norms en vigueur et il ne doit etre installé que dans locaux bien aérés. Faire
attention aux instruction relatives a l'utilisation et I'entretien de I'appareil avant de le mettre en marche.”

“Dieses Gerat muss entsprechend den geltenden Vorschriften angeschlossen werden und nur in einem gut beltftetem Raum

CH betrieben werden. Bitte beachten Sie vor Inbetriebnahme des Gerates die Gebrauchs — und Wartungsanleitung.”

cY "H ouokeun Tipéel va auvoeBei oUPQWVa e Ta 1I0XUOVTA TTPOTUTTA Kl TTPETTEN VA EYKATAOTABE! POVOo Ot KaAG aepICOUEVES
EYKATAOTAOEIG. ZUVIOTATAI VO aKOAOUBEITE TIG 0dnyieg XPAONG KAl GUVTAPNONG TNG GUOKEUNG TIPIV Th XPNOIWOTIOIRCETE. "

cZ "Zafizeni musi byt pfipojeno podle platnych norem a musi byt instalovano pouze v dobfe vétranych prostorach. Doporuduje se,
abyste pfed jeho ovladanim dodrZovali pokyny k pouZiti a udrzbu zafizeni. "

DE “Dieses Gerat muss entsprechend den geltenden Vorschriften angeschlossen werden und nur in einem gut beliftetem Raum
betrieben werden. Bitte beachten Sie vor Inbetriebhnahme des Gerates die Gebrauchs — und Wartungsanleitung.”

DK "Dette apparat skal installeres i overensstemmelse med geeldende regler og ma kun betjenes i et godt ventileret miljg. For du
installerer og betjener apparatet, skal du lzese de relative instruktioner.”

EE "Seade tuleb lihendada vastavalt kehtivatele standarditele ja see tuleb paigaldada ainult hasti ventileeritud ruumides. Enne
selle kasutamist on soovitatav jargida seadme kasutus- ja hooldusjuhiseid. ”

ES “ El apparato debe ser conectado conforme a las normas vigentes y se tiene que instalar solo en locales bien aireados.
Préstese especial atencién a las instrucciones para el luso y mantenimiento del apparato antes de panerlo en marcha.”

I "Témaé laite on asennettava voimassa olevien maaréysten mukaisesti ja sita voidaan kayttaa vain hyvin ilmastoidussa
ympéristdssa. Ennen laitteen asentamista ja kayttda on syyta lukea suhteelliset ohjeet.”

FR “L’appareil doit étre raccorde conformement aux norms en vigueur et il ne doit etre installé que dans locaux bien aérés. Faire
attention aux instruction relatives a I'utilisation et I'entretien de I'appareil avant de le mettre en marche.”

GB “The appliance must be connected according to the standards in force and must be installed only in well aired premises. It is
recommended to follow the use and servicing instructions of the appliance before operating it.”
“auTh N GUOKEUN TTPETTEN VA EyKATOOTABET TUNQWVA pE TOUG 10XUOVTEG KAVOVIOHOUG KAl JTTOPET VA AEITOUPYATEI HOVO T€ KaAd

GR | aepigduevo mepiBarhov. Mpiv amo my eykaTtaaTaon Kai Tn AeIToupyia g ouokeung, BeBaiwdeite Ot Exete dlaBAael TIg
OXeTIKEC 0dnyieg.”

HR "Uredaj mora biti prikljuen u skladu s vaze¢im normama i mora se ugraditi samo u dobro prozratenom prostoru. Preporucuje
se da se pridrzavate uputa za uporabu i servisiranje uredaja prije uporabe. ”

IE “The appliance must be connected according to the standards in force and must be installed only in well aired premises. It is
recommended to follow the use and servicing instructions of the appliance before operating it.”

T “L’apparecchio deve essere allacciato conformemente alle norme in vigore e deve essere installato solo in locali ben aerate. Si
presti particolare attenzione alle istruzioni per I'uso manutenzione dell’apperecchio prima di metterlo in funzione.”

LT "lerTcei jabiit pieslégtai saskana ar speka esoSajiem standartiem un jauzstada tikai labas telpas. Pirms ta lietoSanas ieteicams
ieverot ierices lietoSanas un apkalpoSanas instrukcijas. ”

LU "Den Apparat muss nom normalen Norme verbonne sinn a muss némmen a gutt ugeluechte Raim installéiert ginn. Et ass
recommandgiert d'Benotzung an d'Servicerungsinstruktiounen vum Apparat ze befollegen ier en et bedreift. "

NL “Dit apparaat moet worden geinstalleerd in overeenstemming met de geldende voorschriften en mag alleen in een goed
geventileerde omgeving worden gebruikt. Lees voordat u het apparaat installeert en gebruikt de relatieve instructies.”

NO "Dette apparat skal installeres i overensstemmelse med geeldende regler og mé kun betjenes i et godt ventileret miljg. For du
installerer og betjener apparatet, skal du leese de relative instruktioner.”

PT “Este aparelho deve se instalado Segundo as normas em vigor e sépode se colocado em funcionamento em ambiente bem
ventiladp. Antes da instalagdo e da colocao em funcionamento, devem ler-se as respetivas instrugdes.”

RO "Aparatul trebuie conectat in conformitate cu standardele in vigoare si trebuie instalat numai in spatii bine aerisite. Este
recomandat sa respectati instructiunile de utilizare si de intretinere ale aparatului inainte de ao utiliza. "

SE "Denna apparat maste installeras enligt gallande foreskrifter och far endast anvandas i val ventilerad miljé. Innan du installerar
och anvander apparaten maste du lasa de relativa instruktionerna.”

S| "Naprava mora biti prikljuéena v skladu z veljavnimi standardi in mora biti nameS¢ena samo v dobro prezraevanih prostorih.
Priporo€amo, da upo$tevate navodila za uporabo in vzdrzevanje aparata, preden ga uporabite. "

SK "Pristroj musi byt pripojeny podla platnych noriem a musi byt instalovany iba v dobre preniknutych priestoroch. Odporuca sa
dodrziavat pokyny na pouzivanie a udrzbu spotrebi¢a pred jeho pouzitim. "

TR “Cihaz yiirlrlikteki standartlara gére baglanmali ve sadece iyi havalandiriimig ortamlarda kurulmalidir. Calistirmadan énce

cihazin kullanim ve servis talimatlarini takip etmeniz énerilir.

Oriental- Gas-20240117
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3.2.4 Technical plate reports warning and current setting on appliance packaging.
Table 4 :

AT

G20 ; 2H ; 20 mbar

[]
12H3B/P G30/G31; 3B/P ; 50 mbar [ ]

Dieses Gerét soll gemass den geltenden Vorschriften installiert und nur in innerdumen an gut bellfteten Raum
benutzt werden.

Vor Installierung und Benutzung dieses Gerétes bitte die Bedienungsanweisung durchlesen.

Diese Verpackung soll gemass den geltenden Vorschriften entsorgt werden.

BE

G20/25 : 2B+ : 20125 mbar ]
ll2E+3+ G30/G31; 3+ 28-30/37 mbar ]

Cet appereil doit étre installé conformement aux réglements en vigueur et il doit étre utilise seulement a l'interieur
dans locaux bien aérés.

Consulter les instructions avant d'installer et d'utiliser I'appereil.

Cet emballage doit étre dispose selon les réglements en vigueur.

CH

G20 ; 2H ; 20 mbar

[]
12H3B/P G30/G31; 3B/P ; 50 mbar [ ]

Dieses Gerét soll gemass den geltenden Vorschriften installiert und nur in innerdumen an gut bellifteten Raum
benutzt werden.

Vor Installierung und Benutzung dieses Gerates bitte die Bedienungsanweisung durchlesen.

Diese Verpackung soll gemass den geltenden Vorschriften entsorgt werden.

CY

G20 ; 2H ; 20 mbar |:|

I2H3B/P G30/G31; 3B/P ;28-30 mbar [ ]

AuT| ) GUGKeUN TTIPETTEI VO EYKOTAOTOOET CUNQWVA [E TOUG I0XUOVTEG KavVOVIOUOUG Kal va XPNaIHoTIoIEiTal JOVO O€
€0WTEPIKOUG XWPOUS O KAAG 0EPICOPEVO XWPO.

ZUPBOUAEUTEITE TIC 0NYiES TTPIV EYKATAOTACETE KAl XPNOIUOTIOINGETE QUTAV T GUGKEUN).

Autij n ouckeuaaia Ba amoppieBei GUPPWVA e TOUS ITXUOVTEG KAVOVIOHOUG.

CZ

G20 ; 2H ; 20 mbar |:|

II2H3+ G30/G31; 3+; 28-30/37 mbar [ ]

Tento spotfebi¢ musi byt instalovan v souladu s platnymi pfedpisy a pouZivan pouze uvniti na dobfe vétraném misté.
Pfed instalaci a pouzitim tohoto spotfebice si pfectéte pokyny.
Tento obal musi byt zlikvidovan v souladu s platnymi pfedpisy.

DE

G20 ; 2E ; 20 mbar |:|

[I2ELL3B/P G25; 2LL ; 20 mbar ]
G30/G31; 3B/P ; 50 mbar ]

Dieses Gerét soll gemass den geltenden Vorschriften installiert und nur in innerdumen an gut bellfteten Raum
benutzt werden.

Vor Installierung und Benutzung dieses Gerétes bitte die Bedienungsanweisung durchlesen.

Diese Verpackung soll gemass den geltenden Vorschriften entsorgt werden.

DK

G20 ; 2H ; 20 mbar

[]
I2H3B/P G30/G31; 3B/P ; 28-30 mbar ]

Dette apparat skal installeres i overensstemmelse med de geeldende regler og kun bruges indenders pa et godt
ventileret sted.

Se instruktionerne far installation og brug af dette apparat.

Denne emballage skal bortskaffes i overensstemmelse med de geeldende regler.

EE

G20 ; 2H ; 20 mbar [ ]
12H3B/P G30/G31; 3B/P ; 28-30 mbar ]

See seade tuleb paigaldada vastavalt kehtivatele eeskirjadele ja seda tuleb kasutada ainult siseruumides hasti
ventileeritavas kohas.

Enne selle seadme paigaldamist ja kasutamist lugege juhiseid.

See pakend tuleb utiliseerida vastavalt kehtivatele eeskirjadele.

ES

G20 ; 2H ; 20 mbar [ ]

l12H3+ G30/G31 ; 3+ : 28-30/37 mbar [ ]

Oriental- Gas-20240117 GB-Gas Table Low
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Esto aparato debe ser instalado conforme a las normas vigentes y setiene que utilizer solo en interiors en locales
bien aireados.
Consultar las instrucciones antes de instalar y utilizer esto aparato.
Esto embalaje debe ser despachado conforme a las normas vigentes.
G20 ; 2H ; 20 mbar [ ]
II2H3B/P G30/G31; 3B/P ; 28-30 mbar C]
F| | Tama laite tulee asentaa voimassa olevien maaraysten mukaisesti ja sita tulee kayttaa vain sisatiloissa hyvin
tuuletetussa paikassa.
Lue ohjeet ennen taman laitteen asentamista ja kayttoa.
Tama pakkaus on hévitettdva voimassa olevien maaraysten mukaisesti.
G20/25 ; 2E+ ; 20/25 mbar |:|
I12E+3+ G30/G31 ; 3+; 28-30/37 mbar ]
FR Cet appereil doit étre installe conformement aux reglements en vigueur et il doit étre utilisé seulement a l'interieur
dans locaux bien aérés.
Consulter les instructions avant d'installer et d'utiliser I'appereil.
Cet emballage doit étre dispose selon les réglements en vigueur.
G20 ; 2H ; 20 mbar |:|
[12H3+ G30/G31; 3+;28-30/37 mbar |:|
GB | This appliance shall be installed in conformity with the current regulations and used only indoor in a well ventilated
location.
Consult the instructions before installing and using this appliance.
This packaging shall be disposed of in accordance with the regulations in force
G20 ; 2H ; 20 mbar |:|
[12H3+ P
G30/G31; 3+;28-30/37 mbar |:|
GR | Auti n ouokeun TpETEl va eykataoTadei GUPQuVA e TOUG I0XUOVTEG KAVOVIOHOUG Kl VOl XPNOILOTIOIEITAI HOVO O€
£owTEPIKOUG XWPOUG a€ KA aepIZOUEVO XWPO.
ZUPBOUAEUTEITE TIC 0NYiES TTPIV EYKATAOTACETE KAl XPNOIUOTIOINGETE QUTAV T GUGKEUN).
Autij n ouokeuaaia 6a amoppieBei GUPPWVA UE TOUG 1GXUOVTES KAVOVIOHOUG.
G20 ; 2H ; 20 mbar [ ]
[12H3B/P . .
G30/G31; 3B/P ;28-30 mbar |:|
HR Ovaj uredaj treba biti instaliran u skladu s vaze¢im propisima i koristiti samo u zatvorenom prostoru na dobro
prozra¢enom mjestu.
Prije postavljanja i koristenja ovog uredaja pro€itajte upute.
Ovu ambalazu treba zbrinuti u skladu s vazecim propisima.
G20 ; 2H ; 20 mbar |:|
li2H3+ G30/G31; 3+ ; 28-30/37 mbar ]
i mor an fearas seo a shuiteail de réir na rialachan ata i bhfeidhm agus ni mér é a Usaid ach in ait aerailte go maith.
IE Ni mér an fi huiteail de réi ialachan ata i bhfeidh i mor € a usaid ach in ait aerailt ith
Téigh i gcomhairle leis na treoracha roimh an bhfearas seo a shuiteail agus a Usaid. Ni mor an pacdiste seo a
dhitiscairt de réir na rialachan ata i bhfeidhm.
G20 ; 2H ; 20 mbar
I12H3+ T ]
G30/G31; 3+ 28-30/37 mbar |:|
IT Questo apparecchio deve essere installato conformemente alle regolamentazioni in vigore e utilizzato soltanto
allinterno in un luogo ben aerato.
Consultare le istruzioni prima di installare e di utilizzare questo apparecchio. Questo imballo deve essere eliminato
secondo le regolamentazioni in vigore
G20 ; 2H ; 20 mbar [ ]
LT l2H3B/P G30/G31 ; 3B/P ;28-30 mbar ]
ST ierice jauzstada saskana ar speka esosajiem noteikumiem un jaizmanto tikai iek$telpas, labi védinama vieta.
Pirms $is ierices uzstadisanas un lietoSanas iepazistieties ar instrukcijam.
Sis iepakojums ir jautilizé saskana ar speka esoSajiem noteikumiem.
LU [2H G20 ; 2H ; 20 mbar |:|
Oriental- Gas-20240117 GB-Gas Table Low
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Désen Apparat soll am Aklang mat den aktuellen Reglementer installéiert ginn an némmen dobannen an engem gutt
geléfter Plaz benotzt ginn.
Consultéiert d'Instruktioune virum Installatioun a Gebrauch vun désem Apparat.
Dés Verpakung soll am Aklang mat de Reglementer entsuergt ginn.
G20 ; 2E ; 20 mbar [ ]
G25.3 ; 2K ; 25 mbar (]
[I2EK3B/P |:|
G30/G31 ; 3B/P ; 28-30 mbar
NL
Dit apparaat moet worden geinstalleerd in overeenstemming met de huidige voorschriften en mag alleen
binnenshuis worden gebruikt in een goed geventileerde ruimte.
Raadpleeg de instructies voordat u dit apparaat installeert en gebruikt.
Deze verpakking moet worden afgevoerd in overeenstemming met de geldende voorschriften.
G20 ; 2H ; 20 mbar |:|
[12H3B/P G30/G31; 3B/P; 28-30 mbar |:|
NQ | Dette apparat skal installeres i overensstemmelse med de geeldende regler og kun bruges indendars pa et godt
ventileret sted.
Se instruktionerne fer installation og brug af dette apparat.
Denne emballage skal bortskaffes i overensstemmelse med de geeldende regler.
G20 ; 2H ; 20 mbar |:|
[12H3+ P
G30/G31; 3+;28-30/37 mbar [ ]
PT | Este aparelho deve ser instalado conforme as regulamentagdes em vigor e utilizado somente apenas no interior e
num local bem ventilado.
Consultar as intrugdes antes de instalar e utilizar este aparelho.
Esta embalagem deve ser eliminada conforme as regulamentacbes em vigor.
G20 ; 2H ; 20 mbar [ ]
II2H3B/P G30/G31 ; 3B/P ;28-30 mbar ]
RO | Acest aparat trebuie instalat in conformitate cu reglementarile in vigoare si utilizat numai in interior intr-un loc bine
ventilat.
Consultati instructiunile nainte de a instala si utiliza acest aparat.
Acest ambalaj va fi eliminat in conformitate cu reglementérile in vigoare.
G20 ; 2H ; 20 mbar
II2H3B/P G30/G31 ; 3B/P ; 28-30 mbar %
SE Denna apparat ska installeras i enlighet med géllande bestdmmelser och endast anvéndas inomhus pa en val
ventilerad plats.
Las instruktionerna innan du installerar och anvander denna apparat.
Denna forpackning ska kasseras i enlighet med géllande bestdmmelser.
G20 ; 2H ; 20 mbar [ ]
l12H38/P G30/G31 ; 3B/P ; 28-30 mbar
S| Ta naprava mora biti nameS¢ena v skladu z veljavnimi predpisi in uporabljena samo v zaprtih prostorih na dobro
prezracevanem mestu.
Pred namestitvijo in uporabo te naprave preberite navodila.
To embalazo je treba odstraniti v skladu z veljavnimi predpisi.
G20 ; 2H; 20 mbar
II2H3B/P G30/G31 ; 3B/P ; 28-30 mbar %
SK Tento spotrebi¢ musi byt inStalovany v stlade s platnymi predpismi a pouzivany iba vo vnutri na dobre vetranom
mieste.
Pred inStalaciou a pouZivanim tohto zariadenia si preCitajte pokyny.
Tento obal sa musi zlikvidovat v sulade s platnymi predpismi.
G20 ; 2H ; 20 mbar [ ]
[12H3+ P
G30/G31 ; 3+;28-30/37 mbar [ ]
TR Bu cihaz yurirlikteki yonetmeliklere uygun olarak kurulmali ve yalnizca i¢ mekanlarda iyi havalandirilan bir yerde
kullaniimahdir.
Bu cihazi kurmadan ve kullanmadan énce talimatlara bakin.
Bu ambalaj yurirliikteki ydnetmeliklere uygun olarak imha edilmelidir.
Oriental- Gas-20240117 GB-Gas Table Low
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3.3 Overall Dimension @%ﬁ
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3.4 Component List

Oriental- Gas-20240117

o<

Fig. 3
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Table 5:

NO | PART DESCRIPTION
NUMBER Qty

1 | GS.4004A GRILL PLATE 500 x 500 x 40 1
2 | GS.283D NOZZLE JUMBO BURNER D-1.80 1

GS.283E NOZZLE JUMBO BURNER D-3.05 1
3 | Gs.43s8c PRIMARY AIR ADJUSTER PLATE 1
4 | Gsu3s7B AIR CHAMBER MIXING JUMBO BURNER 1
5 | GS5.2825A AIR CHAMBER BUSH-ALUMINIUM 1
6 | Gs.28268 AIR CHAMBER PIPR-ALUMINIUM 1
7 | 654030 CAST IRON CAP NS.9001 1
8 | Gs.4023 BURNER NS 9001 1
9 | GS.3850 BUNSEN PILOT 3F / 3H 0.20 LPG 1
10 | GS.38958 THERMOCOUPLE 9x1 600mm 1
1 | GS.GS.3602 | ABS KNOB F/VALVE TOP 1

GS.3862 RING F/ABS KNOB 1
122 | GS.387D GAS VALVE W/BRACKET & BYPASS SCREW 1
13 | GS.1970 RUBBER PAD 15 27 4

Oriental- Gas-20240117
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[ 4. Handling and Installing ]

B

(o= Important! Before installing, place the appliance on solid, flat, stable and horizontal surface and

connection availability.

The following instructions are intended for authorized and qualified installer. Before doing installation, adjustment,
and maintenance operations, the installer must follow local and legal regulations. Cut the gas supply before doing
any installation.

1. This appliance is using gas. Gas services should be installed according to:
a. Local and international standards
b. Local recommendation, such as building standards and recommendation concern with combustion
c. Directions and regulations from the gas and power supply companies
d. Regulation concern with prevention accident measures

Remove all packaging material and protective coatings.
Ensure gas supply is sufficient to operate this appliance.
Install the appliance by using Qualified Gas Filter.

Before testing, put the appliance in a good ventilated room and keep all flammable material away.

IR

Take a leakage test by using soapy water solution. Spread the soapy solution on joints and pipe fitting. A
leakage will be indicated by bubbles comes from the joints or pipefitting. Another way is by looking at the gas
counter. If there is no movement on the gas counter, it means no gas leakage.

7. Before cleaning or maintaining the appliance, please isolate gas supply to the safe place.
8. Install the appliance by following Safe International Gas Standards.
Q WARNING!
Do not use free flame to find gas leak!
Oriental- Gas-20240117 GB-Gas Table Low
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4.1 Packaging and Transport %ﬂ

4.1.1 Packaging

The packaging is designed to reduce space and as appropriate to the type of transport used. To simplify
transport, some components may be removed and suitably protected and packed for transport.

The packaging carries all information necessary for loading and unloading. When unpacking, check that all
components are present in the correct quantities and are undamaged. The packaging material must be
properly disposed of in accordance with legal requirements.

4.1.2 Transport

4.2 H

Different means of transport may be used, depending partly on the destination.
During transport, fix the packaging to the means of transport securely to prevent undesirable shifting.

andling and Lifting %@

The appliance can be handled using fork-lift or hook equipment of suitable load-carrying capacity. Before lifting,
check the position of the load’s centre of gravity.

& Important! When engaging with the lifting equipment, watch out for the gas supply.

4.3 Safety Devices and Accessories QX

The appliance is provided with safety devices. The additional devices must be added if necessary to comply
with the relevant legal requirement during the installation.

& Important! Make the daily check that the safety devices are properly install and in good working order.

The appliance is equipped with the included or optional accessories. There are Extra Nozzle (Main Burner and
Pilot Burner) and Ignition Hand Lighter as included accessories.

N
4.4 Position and Fixing é%ﬂ

1.

Authorized personnel must do the installation.

2. Install the appliance according to National Safety Standard about gas-heated standard.

3. Place the appliance in good ventilated room with permanent ventilation ducts to guarantee sufficient
exchange of air and keep the work place healthy.

4. If the Gas Table Low not connected to a flue, it is recommended to install it under efficient hood, which
could evacuate burned gases and cooking steams. Below is construction type according to National
Regulations:

Aq: Appliance without fan and does not have connection to a flue or to a device for evacuating combustion
products outside the room. The combustion air and burned gas mixed in one room.

5. Make sure that any object around or under Gas Table Low does not obstruct air volume required for
combustion.

6. Putaway any flammable materials near Gas Table Low.

7. When the appliance is freestanding, keep a distance at least 10 cm from side, and rear walls. Especially
when the appliance close to wall and does not protected with fire-resistant materials made.

8. Install the appliance separately or side by side with other appliance according to recommended range.

9. Put Gas Table Low on solid, flat, and horizontal floor.

10. Before turn the appliance ON, remove the protective film. Remove any adhesive with appropriate solvent.
Eliminate all packaging material according to national laws.

Oriental- Gas-20240117 GB-Gas Table Low

18



FRM-PDE-03-04 (NYT/R&D/201227)

4.5 Gas Supply Connection %9

1.

10.

1.

Oriental-

Before installing and connecting Gas Table Low to gas supply, carefully control the fixed part of gas system,
which conformed to National Building Regulation.

Verify gas pipes sections to guarantee sufficient supply for all gas heated appliances. Install it in similar
condition to avoid excessive pressure drops.

The pipes must be made of steel (with junctions made using white cast iron, or galvanized steel fittings, or
autogenously welded joints) or copper pipes (with mechanical joints and couplings without seals or mastics
or brazed joints).

Control the gas bottle (if any) placed correctly and protected in dry area.

Check whether the gas pipes can easily inspected. If the pipes installed in floor and wall, make sure that this
work done according to professional standard with reference points that make it possible to find the pipes.

Before installing Gas Table Low, make sure that it is set for the gas and pressure (see Technical Data
Plates). Consult the paragraph “Gas Conversion”.

Connect Gas Table Low to gas supply using solid fittings or flexible steel pipes with suitable sections related
to nominal power and length.

Check whether the flexible pipes does not pass or near hot surfaces, put under stress and traction, contact
with sharp edges, or other things that could damage the pipe.

Install quick ON — OFF valve between the gas mains and each single appliance where easy to reach.

After install Gas Table Low safely, take a pressure test the whole gas circuit by using leak finder spray or
non-corrosive foams.

The Gas Table Low is equipped with ISO 7/ 1 screw thread, gas connection of % inches diameter and
suitable adapter for ISO 228/ 1 G screw thread gas connection are provided together with the appliance
according to destined countries.

Gas-20240117 19 GB-Gas Table Low
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N
4.6 Checking Gas Pressure and Nominal Heat Input éﬁ

At the first installation, specialized technician must control Gas Table Low nominal heat input, maintenance,
and gas conversion. DO NOT improve Gas Table Low performance and increase nominal heat affirmed by the
manufacturer. Control heat input by using gas counter and chronometer. Measure the exact amount of gas flow
per unit of time which consumed by the appliance at maximum power. Compare the measurement to the
consumption data on Data Technical Table 1, £ 5% tolerance is allowed. When you are measuring top
deviations, carefully check the diameters and the quality of installed nozzles and gas main pressure. If you want
to measure the main pressure while Gas Table Low is ON and using a pressure gauge for liquids (for example
U manometer, with minimum resolution 0.1 mbar), please follow direction below:

1. Connect the flexible pipe “E” of the Manometer to the inlet pressure point “C” after unscrewing its cap.

2. Measure the connection pressure: if the reading is not within the values given in the following table, the
appliance cannot work properly. The gas company must be informed to find out the supply pressure
problems. If necessary, install a pressure regulator.

3. Once the connection pressure has been measured, disconnect flexible pipe “E”, retighten the screw cap of
the inlet pressure point “C”. Restore the components inversely.

4.6.1 Gas Pressure

Table 6 :
Gas Pressure (mbar)
Gas Type Normal Minimum Maximum
Natural gas G20 20 17 25
Natural gas G25 20 18 25
LPG G30/G31 28-30/37 20/25 35/45
LPG G30 50 42.5 57.5

Fig. 4

Oriental- Gas-20240117
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[ 5. Gas Conversion ]

Only professional and qualified mechanic can do this job.

1. By looking “Adjustment”, replace Main Burner Nozzles, Pilot Burner Nozzles, and adjust correctly Primary Air
Setting for each Main Burner.

2. Spare nozzles are available with the appliance.

3. Make sure the diameter printed on each nozzle in 1/100 of a millimeter.

4. Convert the appliance after turn the gas OFF and in UP position and let Gas Table Low cool.

&= Important! On completion of the operation, make sure that there are no gas leaks or

N
5.1 Gas Conversion éﬁ

malfunctions.

5.1.1 Main Burner Nozzle

1.

2
3.
4.
5
6

=~

Lift the Burner (1) about 10 mm and pull from mixing chamber (3)

Remove the fixing screw (2). This screw can be reach from below.

Remove the complete mixing chamber (3) by turn anticlockwise from the Nozzle.
Turn the pressure ring (4) from Nozzle. DO NOT lose the pressure ring.
Remove the screw (5) and take the complete Nozzle unit.

Remove the Nozzle from the Nozzle carrier and replace with the new one that suit to the table depend
to the country and gas type.

Fix the Nozzle with a non-hardening sealing tape.

Replace the burner by following instructions to opposite direction. Notice the Primary Air Adjustment.

I {

)
J seo

Fig. 5
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Oriental- Gas-20240117 GB-Gas Table Low
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5.1.2 Pilot Burner Nozzle

Adjust the Pilot flame according to natural gas. Follow direction below:

1.

2
3
4.
5

Remove the covering screw (10) using small screwdriver.

Adjust Nozzle (C) to make Main Burner ignites well.

Turn clockwise to reduce gas flow. Otherwise, turn anticlockwise to increase gas quantity.
When operated with liquid gas, turn Nozzle (C) clockwise.

Fix gas after regulating covering screw (10).

Fig. 6

5.1.3 Main Burner Minimum Rate

Access By — Pass screw “A” of the gas tap after removing the handle and adjust it according to suitable gas.
Follow these instructions:

1. Natural Gas G 20: Adjust By — Pass screw until optimum minimum reached.
Once this has been done while the burner ON, check whether you go from maximum to
minimum position, the flame does not backfire. Check flame stability at minimum rate.

2. Liquid Gas G 30/ G 31: Screw By- pass right down.

A = By-pass screw of the gas tap

Fig. 7

Oriental- Gas-20240117 GB-Gas Table Low
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5.1.4 Primary Air Adjustment

1. Unscrew the bolt with an appropriated screw driver

2. Move Primary Air Adjuster in order to reach the distance which according to the table (H)

3. Retighten the screw cap again.

e oo Kool
Fig. 8
Table 7:
Nominal Pilot Primary Air Air
Heat 'IS; a;)se P(r;sbsat:;e l‘:z‘z;l)e Nozzle | Adjustment | Chamber forBé-::?:sosl‘: r(t::vm)
Input (mm) H (mm) for Nozzle
28-30/37 | @1.80 @095 *
115 KW LPG 3020 12 mm Full
G30/G31 | 50550 | @1.60 Opened | Opened 20.85
Natural
20 @ 3.05
Gas G20
13N | Adusted | o™ U Adjusted
Natural 20 330 pene ose
Gas G25 '
e or Adjusted
Reduced Heat Input Consumption
LPG G30 0.907 kg/h
LPG G31 0.893 kg/h
3.00 kW
Natural Gas G20 1.376 m/h
Natural Gas G25 1.600 m/h

Oriental- Gas-20240117
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6.1 Warning @%@

[ 6. Use and Operation ]

This appliance is a gas cooker for professional use. It shall be used by authorized people only. Before starting,
please make sure that the appliance is in good condition and put it in a good ventilated room. Below are several
preliminaries warning that strictly conformed:

1.

6.2 Control Panel Description @%

Check the gas supply whether it is in good condition and make sure that the air volume required for
combustion is not obstruct by any object around or under the appliance.

If there is a persistent breakdown, please contact authorized mechanic.
User is only responsible for daily routine cleaning for maintenance.

Qualified mechanic must do operations related to installation and maintenance according to Regulation in
force.

Use this Gas Table Low only for COOKING MAKING STOCK. DO NOT use the Gas Table Low for other
purposes. Any other uses may be considered as improper and dangerous use. Please control the appliance
when operating.

Before operating Gas Table Low for the first time, carefully clean the appliance to remove industrial oil/
lubricant.

After using the Gas Table Low, close the gas valve in OFF position.

—_—T

a

[ Y e Y s ¥ e Y e A : Gas Control Knob
to open and close the burner gas supply

. T

Fig. 9

Oriental- Gas-20240117 GB-Gas Table Low

24

uonesddgQ pue asn



FRM-PDE-03-04 (NYT/R&D/201227)

6.3 Switch ON/OFF @%‘8
6.3.1 Turn Burner ON

1. Press and turn the Gas Control Knob to the “%” Position

2. Keep press the Gas Control Knob while ignite the Pilot Burner by using match or igniter gun. Check
whether the Pilot Burner ignites.

3. Keep press the Gas Control Knob for £ 20 seconds and release the Knob.

4. Ifit fails to ignite, repeat the procedure (1,2,3).

6.3.2 Turn Burner OFF
1. Turn the security Gas Control Knob to the “0” position.

2. To extinguish the flame temporary, tum the security Control Knob to the ¥ position. At this position, only
Pilot flame remains lighting.

3. After cooking, extinguish all flames by turn the Gas Control Knob to “0” (zero position).

A\ | ArrenTion:

When you want to start the appliance in the cold condition (like in the morning after along time for not
being used), you have to wait at least two minutes before turning the main burners on. Therefore,
thermocouple can warm up and provide the voltage needed for the valve work.

6.4 Suitable Wok Type

6.4.1 Suitable wok type which can be used for NGETL 5-50 :
Wok size @ 558.8-609 mm

Max 24"(#609mm) Min 22" (#558.8mm)

/

Fig. 10

Oriental- Gas-20240117 GB-Gas Table Low
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[ 7. Routine Cleaning and Maintenance ]

Clean the appliance to keep the functionality and durability. In the case of any failures, do not attempt to solve the
problem but call your dealer immediately to ask for help. Do not attempt to dismantle the appliance, specialized
mechanics must do all job.

For routine cleaning process, please follow procedure below and notice the warning:

1. Make sure the gas valve on UP position, the appliance is closed, and the entire burners are OFF.
2.Let the appliance cool.

3.Clean the steel part daily with warm soapy water, rinse and dry thoroughly. Please make sure that the cleaning
product does not contain Chlorine (bleach, hydrochloric acid, etc), using steel wool, brushes, or scrappers that
could leave ferrous particles. These materials could oxidize and causes rust on the appliance.

4. Spread a suitable degreaser on the plate and leave it to act for a few minutes.
5. Clean the plate thoroughly with a sponge, rinse with plenty of water and dry
6. Clean the burners with mild detergent or using soap and water.

7.Check the burners whether the holes are clogged. If necessary, use steel wool pad to remove deposits without
damaging any parts of pilot unit.

8.DO NOT leave acid food such as vinegar, salt, lemon, etc on the stainless steel parts because it can ruin them.
9.NEVER wash the appliance with direct high-pressure jet water.

10.If the cooker will not used for a long time, briskly rub the steel part slightly with a damp cloth and Vaseline oil.
After that, wrap with protective film and put the appliance in a good ventilated room.

A ATTENTION!

! If you find the lighting and control devices are difficult to use, please contact the manufacturer
immediately, which will provide you necessary assistance or call NAYATI dealer.

! Please check the appliance periodically for 6 months. Contact your dealer that will supply
assistance to repair and set interval.

! Authorized and qualified personnel must do all service.

Oriental- Gas-20240117 GB-Gas Table Low
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Table 8 :

{ 8. Trouble Shooting ]

B

NO. PROBLEM

CAUSE

CORRECTIVE ACTION

The Pilot flame does not

Gas pipe to Pilot closed

Check and repair. Check the gas
supply.

ignite Pilot head clogged Check and clean
Pilot nozzle clogged Check and replace
Primary Air setting incorrect Check and repair
2. Burner flame yellow
Burner dirty Check and clean
3. Burner does not ignite Gas valve damaged Check and replace

Pilot flame does not keep
lighting

Thermocouple dirty

Check and clean with fine steel
brush

Thermocouple does not produce
voltage (mV)

Check and repair

Thermocouple slacked

Check and repair

Thermocouple magnet damaged

Check and replace

Oriental- Gas-20240117
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9. CE Certificate

A2 CE-0085CTO252
Elektrical Data 230V AC, 50 He
Elgkirische Daten
Appliance Categories  Supply Fressures  Counfries of Destination  Remarks
Gerdtekategonien Versorgungsdriicke  Hestimmungsidndor Bomarkumger _
IZE 20 mibar LU, PL
I3B/F 28-30 mbar HL, T, ML, NO
I3BF 50 mibar HU
I2E+3+ 20025, 26-30037 mbar  BE FR
2EIEP I, 30 mbar RO
I2EIE/F 20, 50 mbar DE
IREJIETF 20, 3T mbar FL
IREKIRTP 2025, 28-3 mibar ML not for NGH S,,,W
IRELLABP 20, 50 mbar ] = net for MGH S..W
23+ 20, 28-30737 mibar CH, CY, CZ, ES, GA, GR, IE, IT,
LT, PT, 5l, 5K, TR
I2H3sF 20, 38-30 miar &Y. D%, EE. FI. GR. HR, LT,
LY. MO, RO, SE, 51, 5K, TR
IZHIBP 20, 30 mbar R
I2ZHIE/P 20, 50 mibar AT. CH, 5K
MiaHIBP  B20,30mber  DKISE  onlylorssie oK.
Type Technical Data Remarks
Ty Technische Daten Hemevkungen
NGETL 5-50. NGER 4-60 Mominal haat npul (Hilc 13,0 W 1 burner
NGER 7-T0; MGWT 355 Heat inpu - LPG ([HIl- 11,5 kW
SM; NGWT 3-65 AM
NGWR 7-80 Mominal haal input [Hi) 18,0 KW 1 VT By
NGER B-60; NGER 13-70r  Nominal heat ingul (HD: 25,0 kW Z bumers
MGAWT T-86 5N Heat inpug - LPG (HI): 23,0 kW
MOGWE S-830 Maminal heal gt [Hi: 31 0 kYW 1'WOK bumer, 1 soup bumer

MGK 5 40-75 W1, NGE 4073
MGE 5 40-T5 W1
MGER 15-80; NGER 20-T0

MGHE 19-80 WINACLM;
MGKE 12-125 WiINI1CLN
MG & 40-80 W151
MGH & £0-90 W51

MGWR 18-80
MGER 20-60

MGWE 18-80

MGK 5 50-T5 W2

MGHK & B0-B0 W2 E1
MGKE 22-80 W2N2 CLM,
MGKE 22-125 W2N2 CLN
MGK 3 B0-80 WIE2

MGK 5 120-T5 W3

MGK 5 2580 Wik

Feoming! heal ingut [H: 330 kW
Mgmingd heat input [H); 340 kYWY
Feomina! heat ingut (H; 350 kWY
Heat input = LPG {H): 34,5 kW

Moming! haal ingut [HD; 40,0 kYW

Mominal heat input [Hi): 45 5 kYY
Mominal heal impul [Hi); 460 k5
Heat input - LPG {Hij: 44,5 kW

Maminal heal ingut (M 49,0 kYW
Mominad heat input [Hi): 52,0 kWY
Haat nput - LPG {Hi: 48,0 kW

Maminal hesl ingut [HD: B0 YW
Momarial higat ingut (HI: 66,0 kYW
Maimirial hisal ingut (H): 72,0 kW
Meyminal hesl inpot (HD: BO O KW

Nominal heat input {HR: 516 KWW
Mominal heat input (HID: 1020 EW
Moiminal haat inpat (Hiy: 1258 ki

1 WWOK baamar
1 WOK bamar
3 bumers

1 WOK bumar, 1 Nautral

1 WOK bumer, 1 Soup bures
1 WOK burmer, 1 soup bumes

2 WOK burmesrs, 1 soup bumer
4 bumers

EWYOK bumars, 2 soup burmaers
Z bumers

2 WK burrars, 1 scup bumar
2 WOK burears, 2 Neuiral

2 WO bumars, 2 soup bumers
3 WK bumars
3 WOK bumers,  soup bumers

Oriental- Gas-20240117

Hinlts of Wtilization /Remarks

Venwendungshinweise / Bemorkungan

i typa: A1

e type: A3 for bype MEKB

Additional proved counlries of destination, applance categories and supply pressures:
ML: IZE {20 mbar}

AL, BA. BG. MK, RS, UA; IZHIBP (20, 28-30 mbar)

AL, BA, BG, ME, WA I2H3+ {20, 28-3053T mbar)

DE: IREIBF (20, 50 mbar)

RO L3R (25, 30 mbar), moht fdr RGK 5., W

In e WON-EL courtries the CE-marking will be accepied as conformity approval if the Gas Appliance Reguiation
ELW201 64428 is ransfamad into nalional law by i counlries.

Tha recognition of tha CE mark In the Linited Eingdom |5 curmently limitad to Decamber 3161, 2024,
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CE-0085CTO252

A2
Ebektrical Data 230 W AC, 50 He
Efaktrizche Daten
Appliance Categories Supply Pressures Couniries of Destination  Remarks
Goratekatogorion versorgangsdriicke  Hestimmungsidndor Bamarkomaom _
IZE 20 mibar LU, PL
3B 28-30 mbar HU, MT, KL, NO
I38F B0 mibar HU
I2E+3+ 20025, 26-3037 mbar  BE FR
NZEIEF 20, 30 mbar RO
2E3E/F 20, 50 mibar DE
IZEIEF 20, 37 mbar FL
I2EH I 2025, 28-30 mbar ML nok for NGH 5. W
IRELLIBP 20, 50 mibar DE not dor NGH 5. W
23+ 20, 3830787 mbar CH, CY, CZ, ES, GB, GR, IE, IT,
LT, PT, 81, 3K, TR
IZHIAF 20, #8-30 mbar CY, DX, EE, FI. GR, HR, LT,
LY. NO, RO, SE, 51, 5K, TR
IIZHIBP 20, 30 mbar RO
I2ZH3E/P 20, 50 mibar AT. CH, 5K
MePHISP 8,20 30mbar DK ITSE onlyforsere NGK...
Type Technical Data Remarks
Ty Tachnische Datan Bemerkun gen
NGETL 5-50. RGER: 4-60 Mosninal haat mpul (Hijc 13,0 kW 1 burnar
NGER T-T0; MGWT 3-55 Heat ingut - LPG (HI): 11,5 kW
SN; NGWT 3-55 Al
NGWR 7-80 Mominal haat inpul [Hi) 18,0 kKW 1 WOH bumear
NGER B-80; NGER 13-70c  Nominal haat input [HIl: 26,0 kY Z DUmBars
HGWT T-86 5N Heat input - LPG [HI): 23,0 kW
NGWR 890 Mominal heal g [Hil 310 kW 1 WK bamar, 1 soup bumer

HGK 5 40-T3 V1, NGE 4005
MGE 5 40-T5 VW1
NGER 15-80; NGER 20-71

MGKE 11-50 WINICLN;
MHGKBE 12:125 WIN1CLN
MNGK & 40-00 Wi151
HNGK & 40-90 W151

HEWR 1880
MGER 20-50

MGWE 1880

MGK 5 §0-T5 W2

MGK 5 B0-B0 V251
MOKE 2280 WaNZ CLMN,
MGKE 22-125 WiIN2 CLN
MGKE 5 B0-B0 WI5E2

MGK S 120-75 W3

NGK 5 2580 WaE2

Momingl heal ingul (Hil: 330 kW
Rigmingd hiat input (HI); 340 kW
Romanad heat ingut (Hi); 350 kY
Heat input = LPG (H): 34,5 kW

Moming! haal ingu (H; 40,0 kY

Mominal heat ingut (Hil: 45,5 kY
Mominal heat input (Ml 46,0 kYW
Heat inpul - LPG (Hi): 44,5 KW

Maominal heal imput (M 49,0 kYW
Mominal heat ingut (Hi): 82,0 kYW
Haat input - LPG {HE): 48,0 KW

Hamanal heal ingul (H): B2.0 KWW
Homdana heat ingut (H): 58,0 kW
Maominal heal ingut (H): 72,9 kW
MNamanal heal ingut (H): BOD KW

Hominal heat input (HR: 518 kv
Hominal heat input (Hi: 1020 kW
Heomimal haat npat (Hiy: 1258 kW

1 'WOK biamar
1 WOK bumar
2 bumers

1WOK bumar, 1 Mautral

10K burmer, 1 soup burnes
1'WOK burmer, 1 socup bumes

2'WOK burders, 1 soup buinmed
4 bumers

2 'WOK burmars, 2 soup bumers
Z bumers

2 WWOK burrars, 1 soup bumaer
2 'WOK brears, 2 Neutral

2 WO bumars, 2 soup bumers
3 WOK bumars
3 WYWDK bmers, 2 soup bumers

Hinlts of Litilization /Remarks

Viar ] ,,Fﬁnmm

Tiue typa: A1
flus typa: A3 for byps MGKE

Additional prowed countries of deslination, applance categories and supply pressures:

ML IZE {20 mbar}

AL, BA, BG, MK, RS, UA; IZHBEP (20, 28-30 mbar)
AL, BA, BG, ME, UA: I2H3+ (20, 28-2073T mbar)

DE: IRE3BF (20, 50 mbar)

RO I2L3EP (25, 30 mbar), mcht fOr BGK 5, W
In e MON-EL countries he CE=marking will be accepied as confonmity approval if the Gas Appliance Fegulation
ELNZ01 64429 is lransfemed into nalional law by this countries.
Tha recognition of 1ha CE mark In e United Bingdom |s curmsently limitad to Decamber 3161, 2024,
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SVGW Zertifizierungsstelle Gas

Schweizerischer Verein Schweizerischer Verein
des Gas- und Wasserfaches des Gas- und Wasserfaches
Gritlistrasse 44 . Eschenstrasse 10
CH-8027 Ziirich CH-8603 Schwerzenbach

SVGIW Ei5E
SSIGE =

Zertifikat Nr. 01-022-1 SVGW/VKF

Zertifikatsinhaber: Gamatech AG, CH-8308 llinau
Hersteller: . PT Nayati Indonesia, ID-50112 Semarang
Vertreter / Vertreiber: Gamatech AG, CH-8308 Ilinau

Gestiitzt auf das Reglement ZG101 , Aligemeine Geschiftsbedingungen der SVGW Zertifizierungsstelle Gas”
und auf den Bericht Nr. 01-022-1, 03-120-1, 12-008-1 zertifiziert der SVGW die folgenden Serienprodukte:

Rubrik: Kochapparate, Herde
Bezeichnung: Gas-Herde mit WOK-Kochstellen Serie 600, Snack NGWT, Amicus Serie 600,

Serie 700 und NGETL
Typen: NGER 4-60/B, NGER 9-60/B, NGER 15-60/B, NGER 20-60/B %

NGER 7-70, NGER 13-70, NGER 20-70

NGWT 3-55 AM, NGWT 3-55/SN, NGWT 7-55/SN «

NGETL 5-50
Klasse: Al
Zertifizierungsgrundlage: EN 203-1(2014), EN 203-2-1 (2015)
Kategorie: 112H3B/P
Gltigkeit: 31.05.2026
Bestimmungen: - Das Zertifikat gilt aufgrund der Vereinbarung SVGW/VKF vom 1.2.1999

gleichzeitig als Anerkennungsausweis fiir den Brandschutz.
- Weitere Bestimmungen siehe unter Auflagen im SVGW-Schreiben,
Nr.01-022-1 (11/21)_.
Der Antragsteller ist berechtigt, die oben erwdhnten Produkte als SVGW zertifiziert anzubieten und das SVGW-
Konformitétszeichen zu verwenden (Publikation im Online Zertifizierungsverzeichnis ZIS Gas).
——
SCHWEIZERISCHER VEREIN DES GAS- UND WASSERFACHES
Zertifizierungsstelle Gas '
vier Fernandez
Ziirich, 03.11.2021 Leiter
Oriental- Gas-20240117 GB-Gas Table Low
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[ 10. General Exclusions ]

GENERAL EXCLUSIONS
« Damage to control knobs and buttons.

Discoloration of components due to heat.

Drainage does not meet requirements.

Lubrication of moving parts.

Corrosion caused by the use of chemical

cleaners.

e Replacement of components due to
internal contamination as a result of
spillage or accumulation of grease/food
debris due to a lack of cleaning.

e (Cabinet, drawer and door seals are
considered consumable items and will not
be replaced under warranty.

o Light bulbs, lens covers and sticker display
are considered consumable items and will
not be replaced under warranty.

¢ Enamel coated components if impacted
sufficiently will crack or chip, such damage
is not covered by the terms of this
warranty.

¢ Rectification where non-Nayati specified
parts have been used.

e Where user error is established.

Gas general
e Poor combustion caused by lack of
cleaning.

o Failure of components directly linked to
poor cleaning and/or maintenance.

e Cleaning of burners jets.

o Cleaning/adjustment of pilots and
thermocouples.

o Correction of gas pressure to the
appliance.

e Renewing of gas supply fittings external to
the appliance.

Electrical general
e Resetting of safety devices including fuses
where no other fault exists.
¢ Renewing of supply cable ends.

Fryers
¢ Replacement of components damaged by
cooking oils due to a lack of cleaning and
care when replacing oil.
o Damage to thermostats.

Oriental- Gas-20240117
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Steamers
o Corrosion caused by high water hardness.
e Damage resulting from lack of water flow to
the unit.

Induction
e Chipped or damaged glass not reported at
time of delivery.
e Damage due to blocked or missing air filters.
e Damage to the generator due to wrong pan
type/size used.

Gas Charcoal grills and salamanders
e |mpact damage caused by the user due to
misuse outside of the design scope.

Chargrill Radiant covers

e Radiant covers are considered consumable
items and may corrode if not regularly
cleaned due to prolonged contact with salt
and fats and will not be replaced under
warranty.

e Damage to heaters due to failure to replace
radiant covers is not covered by the
warranty.

Heated and chilled food displays

e Chipped or damaged glass not reported at
time of delivery.

e Damage to components resulting from
restricted airflow to inlets and outlet.

e Damage to components resulting from
accumulation of airborne particles.

e Condensation on cold surfaces if units are
installed in environments beyond
specification.

Dishwashing
e Corrosion caused by high water hardness.
e Chemical pump due to misuse chemical
agent.
e Washing accessories : basket, curtain.
e Malfunction caused by high water hardness.
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[ 11. Addresses ]

Head Office Branch Offices

JI. Raya Terboyo No. 19 Local Offices:

International Offices:

FRM-PDE-03-04 (NYT/R&D/201227)

Kawasan Industri Terboyo Megah
Semarang 50112, Central Java
Indonesia

T +62 24 6580 573

F +62 24 6580 572

E nayati@nayati.com

Service Center

S +62 815 7575 7692

Oriental- Gas-20240117

JAKARTA

JI. Batu Ceper 55 A
Jakarta Pusat 10120
Indonesia

T +62 21 384 6688

F +62 21 3890 1315

E resto.jkt@restomart.com

BANDUNG

JI. BKR 19 C Kec. Regol
Bandung 40264, Indonesia
T +62 22 730 3336

F +62 22 730 3336

E resto.bdg@restomart.com

SEMARANG

JI. Gajahmada No.131
Semarang 50133, Indonesia

T +62 24 845 6011 — 845 6022
F +62 24 845 6770

E resto.smg@restomart.com

SURABAYA

JI. Manyar No. 70

Surabaya 60284, Indonesia
T +62 31 503 5844, 503 5049
F +62 31 503 1933

E resto.sby@restomart.com

DENPASAR

JI. Buluh Indah No.149
Denpasar 80117, Bali, Indonesia
T +62 361 416 301/302

F-

E resto.dps@restomart.com
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SINGAPORE

Nayati (Singapore) Pte Ltd,
627A Aljunied Road, #07-02
Biztech Centre

Singapore 389842

T +65 67471105

E nayati@singnet.com.sg

JIANGMEN
Nayati Jiangmen Trading Ltd 88,
Hong Xing Road, Block 3,

Phai Shi Feng Shan Industrial Park,

Third Floor, Jiangmen City,
Guangdong. Postal Code 529000
People’s Republic of China

T +(86)750 — 3229028 / 3229218
F +(86)750 - 3221208
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